Technical Data - Hurricane : | .

Material frame: The posts and ribs - | Opening: A double pulley and
aluminium, hub and runner - marine | rope system is used for easy, 1= total height

grade nylon PA66. light opening. 2 = open height

3 = closed height

Total Open Closed No of
Shape Code Size height height height Polesize ribs Size of ribs
2.5m R-H 2.5m 2.65m 2.1m 1.24m 48mm 6 35 x 20mm
’ 8.5 8'8” 6'10” 6'10” 2” 13/8” x3/4”
3.0m 2.7m 2.1m 1.05m 48mm 35x20mm
% 3.0mR-H 10’ 8'10” 6'10” 3'5” 2" 8 13/8”x3/4”
3.5mR-H 3.5m 2.8m 2.1m 0.89m 48mm 3 35 x20mm
: 12’ 9'2” 610" 2'11” 2" 13/8” x3/4”
4.0m 2.8m 2.1m 0.83m 58mm 35 x 20mm
4.0mR-H 13.5 9'2” 610" 2'8” 2.25" 8 13/8" x3/4”
2.0x2.0m 2.75m 2.13m 1.10m 48mm 35 x20mm
Zom SQ'H 7: X 7: 9: 6’11" 317// 211 4 1 3/8" X 3/4"
2.6x2.6m 2.9m 2.1m 0.86m 48mm 35 x 20mm
x 2.6m SQ-H 9 x9 9’6” 6’10” 2'10” 2" 8 13/8" x3/4”
— 3.0x3.0m 3.05m 2.2ém  0.80m  48mm 35x20mm
3.0m SQ-H 10’ x 10" 10’ 7’5" 2'7" 2" 8 13/8” x3/4”
3.4x3.4m 3.37m 2.42m 0.80m 58mm 35 x 20mm
3.4m SQ-H 11.5 x11.5° 11’ 7'11” 2'7” 2.25" 8 13/8" x3/4”

The Bambrella Hurricane range of parasols is our premium parasol made from aluminium.
Our registered design of interlocking profile system makes these parasols one of the
strongest available, designed for commercial and high-end domestic markets.

The Hurricane range will withstand all the different, harsh environments around the world
and have been tested in winds up to 121 km/ph. All the parts are designed to be easily
interchangeable.

We have a choice of finals, made from cast aluminium which gives the final touch to this
unique range of parasols.



